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SETUP THE 4G/LTE INTERNET CONNECTION

1.	 First lay the two 4G/LTE antennas inside the dashboard towards the windshield, one an-
tenna for the left and one for the right. 

2.	 Ideally, you should stick the antennas to the windshield to ensure optimal reception. 

3.	 Then insert your SIM card in the 4G/LTE dongle:

Open the dongle by pushing the flap to the 
right.

Then insert your SIM card with the contacts 
facing down.

Close and lock the metal flap carefully by 
pushing the flap down.

Compatible SIM cards:

Micro SIM Nano SIM with adapter 
for Micro SIM

Now open the metal flap carefully with a 
suitable tool by pushing the flap up.
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If the device is successfully connected to the 
mobile Internet, the  symbol appears in the 
status bar at the top right. The connection can 
be switched off again under SIM slot 1 in the 
SIM cards menu.

If the device is turned off, you have to enter 
the PIN code of the SIM card again after each 
restart, just like with a smartphone*.

SETUP THE 4G/LTE INTERNET CONNECTION

4.    Then turn on the device to test the 4G/LTE connection. 

After the device has started, enter your 4-digit 
PIN code of the SIM card here. Confirm the 
entry with the tick.

After successful entry, the SIM card is un-
locked.

5.    After a successful test, install the 4G/LTE dongle in the radio slot or dashboard.

* The SIM card‘s PIN code can be deactivated in standard smartphones. To do this, insert the SIM card 
in a smartphone and deactivate it accordingly. The steps involved vary depending on the smartphone.
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REAR VIEW CAMERA SETTINGS

If you have connected a compatible reversing camera to the camera input of the device, the camera 
image is automatically displayed when reverse gear is engaged. This view is also shown when 
pressing the camera direct button.

If your rear view camera does not have dynamic 
guidelines, you can use the device‘s static parking 
guidelines.

If you tap and hold the display, a gear icon will 
appear in the top left corner. Tap to open the 
camera view settings.

In this menu you can make various image settings 
for the rear view camera.

To do this, open the Car Infotainment menu 
in Settings and then tap Video. Then enable 
Reversing Assistant Line.

In the following dialog, enter the activation code 
0000 and confirm with OK.

NOTE: If no camera is connected, this view will show No Signal.
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REAR VIEW CAMERA SETTINGS

If you have connected a compatible additional camera to the second camera input of the device, this 
will be displayed via the F-CAM app. This view is also shown when you press (twice) the camera direct 
button, but only if you have previously activated it.

If a time selection is made here instead of ON, 
e.g. 5s, the application closes automatically after 
5 seconds and the main screen is shown again.

Tap the F-CAM app to see the additional camera 
view.

In the Settings, open the Car Infotainment menu, 
then tap on Video. Activate the corresponding 
input under Front Cam.

Alternatively, you can also connect a dual-lens 
rear view camera with distant view, which you 
can then use as a rear view mirror camera via the 
F-CAM app.

At the top right you can use the gear icon to open 
the settings for the connected camera. With X you 
can close the view.

As soon as you then engage reverse gear, the 
close-up view of the rear view camera is activated 
again.
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Tap on About Device below.Open the Settings from the app menu, then tap 
on Car Infotainment.

Tap then on the gear icon in the top right corner 
and enter the unlock code 8888. Confirm with OK.

Now tap on Backcar Setup.

In the following menu tap on the + under Cam 
Type until 360(F+R) and under CamFormat until 
720P-25 can be seen.

Tap Save in the top right to Save the setting. The 
device then restarts.

If you are using an ESX HD camera or a compatible AHD camera on cable set „A“ (14-pin plug, black), 
the settings in the ESX Naviceiver must be changed accordingly.

HD CAMERA SETTING

NOTE: Do not change any other settings in the unlocked menu as specified above, otherwise other 
device functions could be affected.
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